
T0-2008S / T1-1925S / T1-1931S / T1-2025SC / T1-1815SA

(1) Amplifier AMH160-10: 1 pc (with housing).

(2) 2 pin cable: 2.54 connector on both ends, 1.5m, 2 pcs.

(3) Short cable A : 2 pin, 1.25 connector on both ends, 200mm, 2 pcs.

(4) Connector adaptor : 20*9mm PCB, 1 end 2.54 connector,

                                         the other with 1.25, 2 pcs. 

(5) Power adaptor : input voltage 100V~240V (50Hz/60Hz).

                                  output voltage DC15V, 2A, 1 pc. 

(6) Signal cable : 3.5mm headphone jack on both ends, 1m, 1pc.

Applicable modules

KIT0058 amplifiler kit includes:

AMH 160-10 specs.:
2.0 fullrange amplifier

Class D 

RMS: 5W*2

Distortion: 0.2% 

Sensitivity: 350MV 

Input: DC15V/2A

BT ID: Module-BT

Size: 80*85.2*24.3 mm

(5W two channels) KIT0058 User Manual

Signal cable

3.5 mm headphone jack
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For   2.1 system (with subwoofer module)   , please purchase extra set of KIT0060 and T2-2181SA (refer setup to KIT0060 manual).

AMH160-10


