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         3”   SUBWOOFER
 3 INCH  OF SMALL  SUBWOOFER  DESIGN

 , LONG  THROW  OF  Xmax = 5mm  FO=50Hz

 OVERHUNG  MOTOR  DESIGN, NEODYMIUM  MAGNET 

SYSTEM

 PATENTED  STRUCTURE  DESIGN

 NEW  MATERIAL   APPLIED  WITH  INJECTION  ASSEMBLY 

PROCESS

2013-10-11
[下午 04:40:19] 小段: 请改为PP，最早的W3-2000才是ABS

DIAPHRAGM  MTL PP

SURROUND MTL Santoprene

NOMINAL  IMPEDANCE 4  

DCR  IMPEDANCE 3.9  

SENSITIVITY  1W/1M 78  dB

FREQUENCY  RESPONSE 50 - 1.6 Khz

FREE AIR RESONANCE 50  Hz

VOICE  COIL  DIAMETER 25.4  mm

AIR GAP HEIGHT 3  mm

RATED POWER INPUT 15  W

MAXIMUM POWER INPUT 30  W

FORCE FACTOR, BL 6.76  TM

TYPE  OF  MAGNET Neodymium

MOVING MASS 11.97  g

FERROFLUID ENHANCED No
-1SUSPENSION  COMPLIANCE 614.73  uMN

2EFFECTIVE PISTON AREA 0.0032  M

Levc 0.31  mH

Zo  40  

Xmax 5  mm

Vas  0.89  Litr

Qts 0.34

Qms 3.39

Qes 0.38
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