
D42-1  

SYSTEM SPECIFICATION

D42-1 Package include:

Two-Way Series

  25MM  SILK  TWEETER  2pcs

  4” WOOFER  2pcs 

  4*6” PASSIVE RADIATOR  4pcs

  2 WAY  CROSSOVER

  INSTRUCTION  GUIDE

  ALL  PARTS  AND  ACCESSORY

 PRODUCT  NUMBER:

 SYSTEM  TYPE

 NOMINAL  IMPEDANCE

 FREQUENCY  RESPONSE(-6dB)

 SENSTIVITY(1M/1W)

 RATED  POWER  INPUT

 MAXIMUM  POWER  INPUT

 DRIVER:

 ENCLOSURE  STRUCTURE

 NET  WEIGHT

 DIMENSIONS

 PACKING 

 DIY kits, hi- end performance 
 Soft dome tweeter (25-2173), low distortion(THD)

 Super woofer (W4-2138), low distortion(THD) 
 Patented enclosure assembly, 2pcs of PR14 radiators
 High Quality of PP capacitor, air core inductor for  crossover
 Easy assembly, one attached tool to fix everything

D42-1

Full Range

6 ohm

50-20 K HZ

86 +/- 2dB

30W

60W

25-2173 , W4-2138 , PR14

25mm+18mm HDF

8.0 Kg / pc

158W x 308D x 268H(mm)

Gift Box 
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